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TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

UTUMAKSAN

UTU MAKINALARI SAN.ve TIC.

Utuo /2
KAPAKLl KAZAN
TRIKO UTUSU

Kullanim Alanlari:

Tekstil sanayinin her dalinda, her tirde 6rme
kumasin ara ve son Utiisiinde kullaniimak
tizere uretilmis olan presleme yapan, kuru
buhar treten son sistem triko Gtl makinasidir.
Alt tabla buhar ile i1sitildigindan elektrik
tasarrufu saglar. Ust kapak ise hem elektrik
hem de buhar le isitilarak Gtindn su yapmasi
engellenmistir. Yuksek vakumlama 6zelligine,
1sI ve basing ayarli gift emniyet sistemine
sahiptir. Kendinden kazanh ve merkezi

sistem olmak Gzere iki farkl sekilde
tretiimektedir. Pnématik bir makinadir.

Voltaj / Voltage

380 V.

Pompa Giicii / Pump Power

0.75 Kw. - 2800 d/d

Vakum Motoru Gicli / Vacum Motor Power

0.55 Kw. - 2800 d/d

Kazan Rezistans Giicii / Boiler Resistance Power

30 Kw.

Ust Kapak Rezistans Giicii / Upper Board Resistance Powerl 8 Kw.

Ust Kapak Sicakhigi / Upper Board Temparature 150T

Alt Tabla Sicakhig: / Bottorn Board Temparature 150C
Buhar Basinci / Steam Pressure 4 ATU

Hava Basinci / Air Pressure 5ATU
Buhar Uretim Kapasitesi / Steam Production Capacity 25 Kg/h
Presleme / Pressing 500 Ka
Kazan Sag Kalinhi@ / Boiler Sheet Thickness 5mm
Kulllamm Alani / Usage Area 100" 185 cm

Ebatlar / Dimensions

185* 155 * 120 cm

MODEL GESITLERI / Available Models

BTU /2

BTU/3

Kapakl Kazanh triko Utiisii
Knitwear Ironing Machine with cover

Kapakh Merkezi Triko Utiisii
Knitwear Ironing Machine with central system

UTO /2
KNITWEAR IRONING
MACHINE WITH COVER

Usage Area:

Can be used in any field of textile for
pressing knitted fabrics any kind as for
underpressing and finisng. Can produce

dry steam and it is the most uptated system.
Since the bottom board is heated up by
steam it saves electricity. Upper board can
be heated by either electrically or with
steam, accumulation of water is avoided
High vacuuming, Temperature and pressure
balancing, double safety system give
advantageus use of the machine.
Manufactured mechanic and pneumatic with
self-boiler or central system.
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Voltaj / Voltage 380 V.

Pompa Gilcii / Pump Power 0.75 Kw. - 2800 d/d

MODEL GESITLERI / Available Models

Vakum Motoru Giicii / Vacum Motor Power 0.55 Kw. - 2800 d/d

BTU/4 Kapakh Diiz triko Utiisii (Pndmatik)

Knitwear Ironing Machine (Pneumatic)

BTU /5 Kazanh Diiz Triko Utiisii

Knitwear Ironing Machine with boiler

BTU /6 Merkezi Diiz Triko Utiisii

Kazan Rezistans Giicil / Boiler Resistance Power 30 Kw.
Tabla Sicakhigi /| Board Temparature 150C
Buhar Basinci / Steam Pressure 4 ATU
Buhar Uretim Kapasitesi / Steam Production Capacity 25 Kghh
Kazan Sag¢ Kalinhigi / Boiler Sheet Thickness 5 mm
Kulllamim Alani / Net Usabie Area 100* 185 cm

Knitwear Ironing Machine with boiler

Ebatlar / Dimensions 185" 110 * 100 em

UTtO /4
KAZANLI DUZ TRIKO UTUSU
(PNnémMatik)

Kullanim Alanlari:

Tekstil sanayinin her dalinda, her tlirde 6rme
kumasin ara ve son Utlsunde kullaniimak tzere
dretilmis kuru buhar Ureten son sistem triko Gtu
makinasidir. Ust tabla buhar ile isitildigindan
elektrik tasarrufu saglar. Yiksek vakumlama
Ozelligine, 1s1 ve basing ayarli ¢ift emniyet sistemine
sahiptir.Kendinden kazanl ve merkezi sistem
olmak tzere iki farkli sekilde mekanik veya
Pnématik olarak uretilmektedir.

UTU / 4
KNITWEAR IRONING
MACHINE (Pneumatic)

Usage Area:

Can be used in any field of textile for
pressing knitted fabrics any kind as for
underpressing and finisng. Can produce

dry steam and it is the most uptated system.
Since the bottom top board is heated up by
steam it saves electricity. High vacuuming,
Temperature and pressure balancing, double
safety system give advantageus use of the
machine. Manufactured mechanic and
pneumatic with self-boiler or central system.
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TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

Voltaj / Voltage 880 V.

Pompa Giicil / Purnp Power | 0.75 Kw. - 2800 d/d

Vakum Motoru Giici / Vacum Motor Power 0.55 Kw. - 2800 d/d

Kazan Rezistans Giicii / Boiler Resistance Power 10 Kw.

Ust Tabla Sicakhig: / Upper Board Temparature 150C

Buhar Basinci / Steam Pressure 4 ATU

Buhar Uretim Kapasites| / Steam Production Capacity 13 Kg/h

Kazan Sac Kalinhgi / Boiler Sheet Thickness 5mm

Kulllanim Alani / Net Usabie Area 90" 95 cm

Ebatlar / Dimensions 95* 100 * 100 cm
R UTU /7
UTu /7

MODEL KNITWEAR
IRONING MACHINE

Usage Area:

MODEL TRIKO
UTusu

Kullanim Alanlar: Designed and manufactured for use in interval
Modelhanelerde 6rme kumasin ara (tisiinde ironing in designing rooms by using dry
kullaniimak tzere Uretilmis kuru buhar lreten steaming in Since upper board is heated up with

isitildigindan elektrik tasarrufu saglar. Yiksek :
vakumlama 6zelligine, 1s1 ve basing ayarl gift adjustable tempareture and pressure system

emniyet sistemine sahiptir. Kendinden kazanli safety system give advantageus use of the
olarak Uretiimektedir. comes with douple safe condition. The device

comes with self-boiler.
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- TEKNiIK OZELLIKLER / TECHNICAL SPECIFICATIONS

Voltaj / Voltage

220 - 380 V.

Reduktér Motoru Giicii / Reductor Motor Power

0.37 Kw. - 1390 d/d

Vakum Motoru Giicii / Vacum Motor Power

0.55 Kw. - 2780 d/d

Merdane Motoru Giicii / Roller Motor Power

0.55 Kw. - 890 d/d

Rezistans Giicti / Resistance Power

3 Kw.

Tabla Sicakhdi / Board Temperature

150C

Buhar Basinci / Steam Pressure

4-5Atd

Buhar Tilketim Kapasitesi / Steam Production capacity

40 Kg/h

Kulllamm Alanlan / Usage Area

100 * 75 cm

Ebatlar / Dimensions

170 * 345 * 120 cm

- UTE/1
TRIKO TEGEL ACMA
MAKINASI

Kullanim Alanlari ve Ozellikleri:

Tekstil sanayinde her tirde 6rme kumasin ara
Gtistinde kullaniimak (zere Uretilmis olan bilgisayarli
triko tegel agma Gtd makinasidir.

6érme kumasin kenerlerinin Gtilenmesinde fevkalade
atileme saglar. Utilileme basinci ve buhar miktari
ayarlanabilir. Utiiledigi Griinleri konveyér bant
sayesinde blnyesindeki arabanin tstine otomatik
olarak istiflemektedir. Merkezi sistem bir makinadir.
Buhar ihtiyacini bir buhar tretecinden (buhar
jeneratoril) temin eder. Alt tabla buhar ile
isitidigindan elektrik tasarrufu saglar. Yiksek
vakumlama 6zell.gine sahip olmasi Griintn
sogutulmsi i¢in idealdir. Buhar dagilimi homejen
olarak ayarlanmigtir. Gttilenen drtndn her yerine

esit oranda etki eder. Utiilenen Gerinler alt ve Ust
tasima kisminda ayni hizla hareket eder. Bu nedenle
de Grlinde herhangi bir stitme, yer degistirme ve
defermasyon gergeklesmez.

TUm operasyonlar otomatik olarak PLc kontrolli ile
yapiimaktadir. makine operatorinin ylksek egitim
gdrmuls personel olmasina gerek yoktur.

UTE /1
TRICOT BASTING
OPENING MACHINE

Usage Area and Features:

Computerized tricot basting opening machine
produced for using at interval ironing of every kind
knitted yarn in textile industry. Provides pentect
edge ironing of knitted yarns. Ironing pressure and
steam volume can be regulated. Thanks to the
conveyor band, ironed products can be
automatically stowed on the internal carriage on
the body. Is a central system machinery Supplies
its steam requirement from a steam producer (steam
generator). Electricity saving is obtained when
buttom surface is ideal for cooling of the product.
Steam distribution is setted homegeneously.
influences equaly to every part of the ironing
product. Ironing products moves with the same
speed on both buttom and upper carrying parts.

As a result no friction , shifting and deformation is
seen. All operations are done automatically with
PLC control. No high educated personel is required
for the usage of the machinery.
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TEKNiIK OZELLIKLER / TECHNICAL SPECIFICATIONS

Asagidaki 6zellikler 30 kw Buhar Jeneratériine gdre diizenlemistir.

Specs. below is according to output of use of kw Steam Generator

Voltaj / Voltage 380 V.

Pompa Giicii / Pump Power 0.75 Kw. - 2800 d/d
Rezistans Giicii / Resistance Power 30 Kw.

Buhar Basinci / Steam Pressure 4 ATU

Buhar Uretim Kapasitesi / Steam Production Capacity 13 Kg/h

Kazan Sag Kalinhig: / Boiler Sheet Thickness 5 mm

Ebatlar / Dimensions 55 * B0 * 90 cm

LAl STEAI\/IUSEI(IERATOR
MERKEZ| SISTEM

BUHAR JENERATORU CENTRAL SYSTEM

Usage Area:
Kullanim Alanlar:: Full automatic steam generator for use in textile
Tekstil sanayinde kullaniimak iizere saatte20 kg industry to produce 20 kg - 125 kg steam/hour in
ile 125 kg buhar Uretebilen cesitliglclerde central system with various power terms (from15
(minimum 15 hw ile maksimum 100 kw) merkezi kw to 100 kw.)

sistem tam otomatik buhar jeneratérleridir.
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BUHAR JENERATORU
STEAM GENERATOR

Kisa Siirede Buhar Igin Buhar Jeneratorleri

*100 kg/h - 8000 kg/h kapasiteli ve 3 bar - 20 bar basingta yatay ve dikey buhar jeneratdrer
* |stenilen buhar kapasitesine gére 5 dakikada buhar

* Kisa siirede buhar elde ederek zamandan ve enerjiden tasarruf

1 * Klasik buhar kazanlan ile kiyaslandifinda % 10 yakit tasarrufu

* Buhar serpantin iginde olusturdugu basing patlama riski bulundurmayan emniyetli sistem

* Sivi, gas veya dual yakit kombinasyoniu brillérier ile kullanmm imkani

For Your Quick Steam Requisitions, Steam generators
* From 100 ka/hr - 8.000 kg/hr steam capacily, 3 - 20 bar operating pressure range,
horizontal and vertical steam boilers.
* Steam generation in five minutes according to requested rate.
B c * Time and energy saving by quick steam generation
A * % 10 fue saving compart to conventional steam boiler
* No explosion risk because steam is generated in serpentine (coil pipe)
= * Liquid, gas or dual fuel combinated burners can be used

PLC Tip Kontrol

* Gelistirilmis PLC ekraniyla buhar basincini, sicakhigini ve baca sicakhgin takip etme imkani
saglar.

* Sistem anzaya geg¢tiginde kullaniciy sesli olarak uyarir ve ekran lzerinde anzanin nerede
oldugunu bildirir. kullanici kontrol sistemini resetlemeden sistern lekrar devreye girmez.

* Kullanici panelde gériinen buhar basincina ve buhar-baca sicakliina gbre sistemi kapatip
agabilir. Pompa devrini buhar kalitesine gore ayarlayabilir. Kullanici jeneratorii istedigi saatte
durdurup cahstirabilir.

PLC Type Control

* Improved PLC screen provides follwing of steam pressure, steam temperature and flue
gas temparature.

* If any failure occurs in boiler system, PLC gives an acoustic warning and indicates failed
unit on screen. Burner won't start unless control system is resetted by user.

* User canswitch on/off the system according to the steam pressure and steam/flue gas
temperature values on screen. User can switch on/off the system on desired time.

Emniyet Zinciri

1. KONDENS TANKINDA SU YOK
2. SU POMPASI ARIZALI
3. BRULOR FAN MOTORU ARIZALI
4. BASING YUKSEK Standart Tip Kontrol
5. BACA GAZI| SICAKLIGI NORMAL * Emniyet zincirinin bir kademesinde prgblem var ise sistem kendini emniyete alir, kullaniciy:
el sesli ve 151kl olarak uyarir.
3' ggEﬁg:lCAKUGi DUSUK * Emniyet zincirinde problem yok ise panel (izerindeki semetik gizimde kullanici jeneratoriin
i ARIZALI galisan ekipmanlann kontrol edebilir. anizall ekipmanin Gzerinde bulunan sinyal lambasi
kirmiziya déntgserek arnzanin takibini kolaylagtirir.
Safety Chain Standard Type Control
1. NO WATER IN CONDENSING TANK * In case of a problem in one of safety chain, System ensures its safety and warns the user
2. WATER PUMP FAULT wiht sound and light.
3. BURNER FAN MOTOR FAULT * If there is no problem in safety chain, user can control the worksng equipments of genarator
4. HIGH PRESSURF from schematic drawing on panel. Lamp on faulty equipment turns into red and this
3 implifies th i 3
5. EXHAUST GAS TEMPERATURE NORMAL  Simplifies the following of fault
6. LOW STEAM TEMPERATURE
7. BURNER FAULT
UG GECISLI HIZLI BUHAR JENERATORU TEKNIK OZELLIKLER TABLOSU
QUICK STEAM GENERATORS TECHNICAL SEPCIFICATIONS TABLE
Buhar Kazani Mods# | Steam bailer Model MODEL | 100 200 400 500 600 800 1000 1250 1500 2000 2500 3500 4500 5000 7000 5000
Galigma basmci working pressure lbar 3-20 -0 3-20 3-20 3-20 3-20 3-20 3-20 3-X 3-20 3-20 3-20 3-20 3-20 3-2:0 a.m
Buhar [ Staam kg'h 100 200 400 500 600 BOO 1000 1250 1500 2000 2500 3500 4500 5000 700D 8000
Kapasita | Capacity K 70 140 280 350 420 560 700 875 1050 1400 1750 442 3140 490 4885 5582
el kealh | 60000 | 12000 | 240000 | 300000 | 360000 | 480000 | so0DDO0 | 750,000 | 500,000 | 1.200,000 | 500,000 | 2,100,000 | 2,700,000 | 3,000,000 | 4,200,000 | 4,800.000
ot rap o | 73 145 204 364 438 562 727 a0 1001 1455 1818 2545 1213 3835 509,1 5818
Nt Conaeeton e 2,500 ke W | 83 125 250 313 | s s0 | e 71 | sas | im0 | s | as | 2s3 | ss | aaws | smo
Hum;{,m,:g kg 58 "8 235 284 353 LIA] 58,8 735 882 176 1471 2058 264,7 2641 4118 4708
Durnan Yolu Direnci [ Ap Flue Gas Side mbar_| 28 3 3 35 35 4 5 6 T 8 8 9 9 8.5 n 1.5
Su Hacmi | Water Volume I 32 39 44 65 [ 84 103 121 139 272 304 442 581 720 B60 538
Vaklagik Bog Agiri | Approx. Empty Weight kg 550 700 1000 1200 1350 1800 1800 2050 2400 3400 3750 4750 5500 5800 7750 B500
A mm 1658 1858 1858 2150 2150 2364 2513 2816 3046 3802 30 4156 4430 4900 4800 5400
B mm 1658 1658 1658 1800 1900 2108 2257 2560 2790 3346 3654 3900 4030 4500 4500 5000
o C mm 200 200 200 250 250 25 256 256 256 256 255 256 400 400 400 400
Dif,alf.'sfm ()0 mm 200 200 200 250 250 300 310 310 310 360 350 400 600 650 650 650
E mm 1150 1150 150 1300 1300 1430 1500 1500 1550 1700 1700 1600 2258 2256 2266 2256
F mm | 1030 1030 1030 1180 1180 1270 1370 1370 1440 1600 1600 1700 2166 2186 2166 2166
G e, 25 350 350 350 350 = 3501 350 350 570 =14 370 3% 30 . 30 |
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